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Product Guide Specification for Interior Flush Veneer Doors
Specifier Notes:  This product guide specification is written according to the Construction Specifications Institute (CSI) 3-Part Format, including MasterFormat, SectionFormat, and PageFormat, as described in The Project Resource Manual—CSI Manual of Practice.
The section must be carefully reviewed and edited by the Architect to meet the requirements of the project and local building code.  Coordinate this section with other specification sections and the drawings. 

Section numbers are from MasterFormat 1995 Edition, with numbers from MasterFormat 2004 Edition in parentheses.  

SECTION 08212 (08 14 16)

FLUSH WOOD VENEER DOORS
Specifier Notes:  This section covers IPM flush wood veneer doors.  Consult IPM for assistance in editing this section for the specific application.

PART 1
GENERAL

1.1
SECTION INCLUDES

A. Interior Flush Wood Veneer doors.
B. Interior Flush Wood Veneer 20 minute fire rated doors.
C. Wood Veneer door frames

D. Wood Veneer 20 minute fire rated door frames. 
1.2
RELATED SECTIONS

Specifier Notes:  Edit the following list of related sections as required for the project.  List other sections with work directly related to this section.

A. Section 06100 (06 10 00) – Rough Carpentry

B. Section 06200 (06 20 00) – Finish Carpentry
C.
Section 08710 (08 71 00) – Door Hardware.

D.
Section 08800 (08 80 00) – Glazing.

1.3
REFERENCES

Specifier Notes:  List standards referenced in this section, complete with designations and titles. This article does not require compliance with standards, but is merely a listing of those used.
A. ANSI A208.1 – Particleboard.
B. ANSI A208.2 – Medium Density Fiberboard.
C.
AWS - Architectural Millwork Standards Edition 1 2009.
D.
UBC 7-2-1997/UL 10C – Positive Pressure Fire Tests of Door Assemblies.
1.4
SUBMITTALS

A.
Shop Drawings: Submit schedule of all wood doors and frames for review.

B.
Product Data:  Submit manufacturer’s product literature, specifications, and data sheets.
C.
Warranty:  Submit manufacturer’s standard warranty.
1.5
QUALITY ASSURANCE

A.
AWMAC Quality Standards Premium Grade
B.
Identifying Label:  Each door shall bear identifying label indicating:
1.
Door manufacturer.

2.
Order number.

3.
Door number.

4.
Fire rating, if applicable.

C.
Fire-Rated Doors:  Labeled by Intertek/Warnock Hersey.

1.
Construction Details and Hardware Application:  Approved by labeling agency.
Specifier Notes:  Include the following paragraph for projects requiring LEED certification. Edit in accordance to the LEED points required for the project. 
1.6
LEED REQUIREMENTS

A.
Environmental Responsibility, comply with the LEED requirements of the project and   environmental best practices including: 
1. Provide Forest Stewardship Council (FSC) certified doors, frames, and panels.

2. Provide doors, frames, and panels manufactured with no added urea formaldehyde materials. 

3. Provide doors, frames, and panels manufactured with materials containing 100% pre-consumer recycled content. 

4. Comply with the waste management plan developed for the project.
5. Use low-emitting adhesives, finishes, and materials. 
1.7
DELIVERY, STORAGE, AND HANDLING
A.
Delivery:
1.
Deliver doors to site in manufacturer’s original, unopened containers and packaging, with labels clearly identifying product name and manufacturer.

2.
Inspect all products at time of delivery.
B.
Storage:
1.
Store doors in accordance with manufacturer’s instructions.

2.
Store doors in clean, dry area indoors, protected from damage and direct sunlight.
3.
Store doors flat on level surface.

4.
Do not store doors directly on concrete.

5.
Keep doors completely covered.  Use covering which allows air circulation and does not permit light to penetrate.

6.
Store doors between 50 and 90 degrees F (10 and 32 degrees C) and 30 to 50 percent relative humidity in areas not subject to sudden changes in humidity or temperature.

C.
Handling:
1.
Handle doors in accordance with manufacturer’s instructions.

2.
Protect doors and finish during handling and installation to prevent damage.
3.
Handle doors with clean hands or clean gloves.

4.
Lift and carry doors.  Do not drag doors across other doors or surfaces.
PART 2
PRODUCTS

2.1
MANUFACTURER

A. Acceptable Manufacturer: Island Precision Manufacturing Ltd. 6660 Butler Crescent Victoria, BC Canada V8M 2A5 Tel: 250.652.5111 Fax:250.652.2933 Web: www.islandprecision.com
2.2
FLUSH WOOD VENEER DOORS

A.
Flush Wood Veneer Doors:

Specifier Notes:  Specify the face veneers, sketch face veneer design, and design features. Consult IPM for assistance on specifying doors for your project.
1.
AWMAC Premium Grade
2.
Door Thickness:  1-3/4 inches.

3.
Core (PC-5) 5 ply construction: Solid particleboard core 30 pcf or higher.

4.
Door Edging:

1.
Hardwood edges matching face veneer, AWS edge type D (No 1 edge).

2.
Exposed crossbanding in not allowed.


         3.      At door pairs use rabbeted meeting stiles.

5.      Door Assembly: bonded and sanded core, glue stiles and rails to core then sand entire assembly flat before the application of crossbands.
6.
Face Veneers:

Specifier Notes:  Specify the face veneers species, cut, and match.
1.
Face design: see drawings.

2.
Veneer Species:  _______________ .

3.
Veneer Cut:  _______________ .

4.
Veneer Match and Assembly:  bookmatch, balanced and centered.


5.
Door faces to be sequence matched to adjacent door pairs.

8. 
Maximum size: Single swing 4’0”x8’0”, standard pairs 8’0”x8’0”

2.3
FLUSH WOOD VENEER FIRE-RATED DOORS

A.
Flush 20 Minute Fire-Rated Wood Doors:

Specifier Notes:  Specify the face veneers, sketch face veneer design, and design features. Consult IPM for assistance on specifying doors for your project.
1.
20 minute fire rated bearing a ULC or WH label.
2.
AWMAC Premium Grade
3.
Door Thickness:  1-3/4 inches.
4.
Core (PC-5) 5 ply construction: Solid particleboard core 30 pcf or higher.

5.
Door Edging:
1.
Hardwood edges matching face veneer, AWS edge type D (No 1 edge).

2.
Exposed crossbanding in not allowed.


         3.      At door pairs use rabbeted meeting stiles.

6.      Door Assembly: bonded and sanded core, glue stiles and rails to core then sand entire assembly flat before the application of crossbands.
7.
Face Veneers:

Specifier Notes:  Specify the face veneers species, cut, and match.
1.
Face design: see drawings.

2.
Veneer Species:  _______________ .

3.
Veneer Cut:  _______________ .

4.
Veneer Match and Assembly:  bookmatch, balanced and centered.


5.
Door faces to be sequence matched to adjacent door pairs.

8. 
Maximum size: Single swing 4’0”x8’0”, standard pairs 8’0”x8’0”

9.
Positive Pressure:

1.
Where UBC 7-2-1997/UL 10C standards for positive pressure apply, doors shall be constructed in accordance with Category B guidelines as published by Intertek/Warnock Hersey.

2.
Smoke Gasketing:  Apply smoke gasketing around frame perimeter to meet S-rating.
2.3
WOOD VENEER DOOR FRAMES

A. Flush Fire-Rated Wood Door Frames:

1.
AWMAC Premium Grade

2. 
Type: single rabbet applied stop, hardwood edges on applied stop applied before face veneer.

3.
Face Veneer: same species and cut as doors. 

2.4 WOOD VENEER FIRE-RATED DOOR FRAMES

A. Flush Fire-Rated Wood Door Frames:

1.
20 minute fire rated bearing a ULC or WH label.

2.
AWMAC Premium Grade

3. 
Type: single rabbet applied stop, hardwood edges on applied stop applied before face veneer.

4.
Face Veneer: same species and cut as doors. 

2.5
FABRICATION
A.
Prefit Doors:

1.
Prefit and bevel doors at factory to fit openings.

2.
Prefit Tolerances:  AWS Section 9.

B.
Factory-machine doors for all hardware, as specified and supplied under 08710 – Finish Hardware, including pilot holes for hinge screws and lock fronts.

2.6
FINISHES

A.
Doors, frames, and panels shall receive factory finishing.
B.
Factory Finishing:  AWS Premium Grade system 8 Acrylic Cross Linking Water Based finish. 
Specifier Notes:  Specify if clear finish or stain color.  
C.
Color:  [Clear]  [Stain to match Architect sample]
D.
Top and Bottom Rails of Doors:  Factory sealed.

PART 3
EXECUTION

3.1
EXAMINATION

A.
Examine locations to receive doors.  Notify Architect of conditions that would adversely affect installation or subsequent use.  Do not begin installation until unacceptable conditions are corrected.

3.2
PREPARATION

A.
Allow doors to become acclimated to building temperature and relative humidity for a minimum of 24 hours before installation.

3.3
INSTALLATION

A.
Install doors in accordance with manufacturer’s instructions.
B.
Install doors at locations indicated on the Drawings.

C.
Install doors plumb, level, square, true to line, without warp or rack as per AWS Premium Grade standards. Adjust doors for smooth operation without binding.
D.
Install door hardware as specified in Section 08710 (08 71 00). Adjust hardware to operate properly.
3.4
PROTECTION

A.
Protect installed doors from damage during construction. Protect faces with materials such as non corrugated cardboard that can be recycled after use.
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